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2004 Chevy Malibu 


1. The 2004 
Chevy Malibu is 
the first of the 
Malibu's to use a 
transponder 
system. The 
2004 Chevy 
Malibu uses the 
B106 keyway 
with the "+" 
immobilizer 
system. The 
code series for 
this new Malibu 
is G001-G3631. 
Generating keys 
for this vehicle 
is not difficult, and the transponder can be programmed using the standard 
3 X 10 minute key cycles. 
Replacement locks and parts are available from A-1 Security Manufacturing 
Corp. The pinning kit for these locks is A-1 #20001. A Malibu Classic 
version of the car is still sold, primarily to rental car companies that still 
use the standard GM 10-cut locks with no transponder using the common 
S000A-S711K code series. 
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Manufacturers: Interested in 
offering rebates or discounts to 
NLAA members? Contact Marc 
Goldberg at the Home Office 


2. The ignition lock in the 2004 Malibu is similar to the 
in-dash ignitions of past models. Removal is not hard if 
you can get the cylinder turned to "ACCESSORY" to 
depress the active retainer. 


3. Begin by removing the plastic bezel around the lock. 


Ignition Lock Removal: 
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5. Remove the two screws hidden in the access 
panel on the driver's side of the dash. 


4. Remove the two screws on either side of the 
lower kick-panel. 
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6. Now the lower kick- 
panel can be removed. 


7. Next remove the upper kick-panel. 
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8. The upper kick-panel removed. 


9. With the upper 
kick-panel 
removed, you can 
have access to the 
active retainer 
located at the 5- 
o'clock position of 
the housing. 
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10. With the cylinder depressed the cylinder can be removed. 


11. The cylinder 
removed. The black mark 
indicated shows the 
approximate point where 
a hole should be drilled 
to pressure the sidebar 
for picking. 
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12. The last 4 digits of the code are stamped on the cylinder. A "G" is added to the numbers for the code: G1257. 


13. The lock is a true sidebar lock with a spring and pin holding the cylinder in the housing. 
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14. The trunk lock on the 2005 Chevy Malibu is very easy to remove. The lock contains wafer positions 2-10 so this 
is an easy way to generate a working key. The trunk release in the car still works even if the alarm is active. 


Ignition Lock Removal and Disassembly: 


15. Begin by 
removing the plastic 
fasteners securing 
the fabric liner to the 
trunk lid. 
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16. You can now pull down the liner to access the lock. 


17. Carefully remove the alarm micro-switch that fits over the tailpiece. 
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19. Disconnect the linkage and the lock 
can be removed. 


18. Now remove the large clip holding the lock in. 
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20. There is no code stamped on the lock, but the wafer heights can be easily read through the drain-hole. 


21. To disassemble the lock, start by removing the tailpiece. 
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22. Next, remove the face-cap. 
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23. The plug comes out the 
front of the lock, and the wafers 
are numbered. 
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24. The door lock is not too difficult to remove, 
but it is not as easy as the trunk. You will need 
to pull the door panel. Begin by removing the 
Torx 20 screw at the edge of the door. 


Door Lock Removal and Disassembly: 


25. You can now remove the face cap. 
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26. Next, remove 
the triangular trim 
plate at the top 
front of the door. 


27. Now remove the two large Phillips 
screws behind the inside hand pull. 
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28. Carefully pry-out the trim piece 
behind the inside door handle and 
disconnect the connector behind. 


29. Now carefully pry out the drivers door 
master switch assembly and disconnect. 


National Locksmith Automobile Association 
Issue No. 72 • 17 


30. The panel can now be removed. 


31. To remove 
the lock, you will 
need to slide the 
exterior handle 
towards to rear 
of the car and 
pull away. 
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32. You can then loosen the Torx screw 
beneath and move the plastic assembly 
that holds the lock in place. You can 
then move the assembly to allow space 
for the lock to be removed 


33. The lock can be removed by 
releasing the spring retainer that 
holds it to the assembly. 


34. The lock removed. 
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36. The lock contains wafer positions 
2-10. They are stamped. 


35. The lock is easily disassembled by removing the 
tailpiece and the facecap. 
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Making First Key: 


